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				 	DC Electronic Loads
	

DC Electronic Loads
	[image: ]Rigol DL3000 Series DC Electronic Loads
 Total Power: 200W/350W

Current: 40A/60A

Highest Frequency: 30kHz

Current Slope: 5A/MicroS











	DC Power Supplies
	

DC Power Supplies
	[image: ]Rigol DP700 Series Bench Linear DC Power Supplies
 Output: 30V/5A or 50V/3A

Programming Accuracy: 10mV/10mA




	[image: ]Rigol DP800 Series Bench High Performance Linear DC Power Supplies
  Output Per Channel: 30V/3A

Programming Accuracy: 1mV/1mA











	Digital Multimeters / DAQ
	

Digital Multimeters / DAQ
	[image: ]Rigol DM3058 Digital Multimeter
5½ Digit

DCV Annual Accuracy: 0.015%

Fastest Test Rate: 123 rdgs/s

Connectivity: USB, GPIB, LAN, RS232




	[image: ]Rigol DM3058E Digital Multimeter
5½ Digit

DCV Annual Accuracy: 0.015%

Fastest Test Rate: 123 rdgs/s

Connectivity: USB, GPIB, LAN, RS232




	[image: ]Rigol DM3068 Digital Multimeter
6½ Digit

DCV Annual Accuracy: 0.0035%

Fastest Test Rate: 10k rdgs/s

Connectivity: USB, GPIB, LAN(LXI-C), RS232




	[image: ]Rigol M300 Series Data Acquisition Systems
Slots: 5

Built-In Multimeter Accuracy: 6½ Readings resolution

Max. Scanning Speed: 60 Channels/second

Max. Number Of Channels Per Unit: 320











	Digital Oscilloscopes
	

Digital Oscilloscopes
	[image: ]Rigol DS1000E Series Digital Oscilloscopes
2 Channels

Bandwidth: 50MHz ~ 100MHz

Sample Rate: 1GSa/s

Memory Depth: 1Mpts




	[image: ]Rigol DS1000Z Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 50MHz ~ 200MHz

Sample Rate: 1GSa/s

Memory Depth: 24Mpts




	[image: ]Rigol DHO800 Series 12 Bit Resolution Oscilloscopes
2/4 Channels

Bandwidth: 70MHz ~ 100MHz

Sample Rate: 1.25GSa/s

Memory Depth: 25Mpts




	[image: ]Rigol DS2000A Series Digital Oscilloscopes
2 Channels

Bandwidth: 100MHz ~ 300MHz

Sample Rate: 2GSa/s

Memory Depth: 14Mpts




	[image: ]Rigol MSO2000A Series Mixed Signal Oscilloscopes
2 Channels

Bandwidth: 100MHz ~ 300MHz

Sample Rate: 2GSa/s

Memory Depth: 14Mpts




	[image: ]Rigol DHO4000 Series 12 Bit Resolution Oscilloscopes
4 Channels

Bandwidth: 200MHz ~ 800MHz

Sample Rate: 4GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol MSO5000 Series Mixed Signal Oscilloscopes
2/4 Channels

Bandwidth: 70MHz ~ 350MHz

Sample Rate: 8GSa/s

Memory Depth: 200Mpts




	[image: ]Rigol MSO5000-E Series Mixed Signal Oscilloscopes
2 Channels

Bandwidth: 150MHz

Sample Rate: 4GSa/s

Memory Depth: 100Mpts




	[image: ]Rigol DS7000 Series Digital Oscilloscopes
4 Channels

Bandwidth: 100MHz ~ 500MHz

Sample Rate: 10GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol MSO7000 Series Mixed Signal Oscilloscopes
4 Channels

Bandwidth: 100MHz ~ 500MHz

Sample Rate: 10GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol DS8000-R Series Compact Digital Oscilloscope
4 Channels

Bandwidth: 350MHz ~ 2GHz

Sample Rate: 5 / 10GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol MSO8000 Series Mixed Signal Oscilloscopes
4 Channels

Bandwidth: 600MHz ~ 2GHz

Sample Rate: 10GSa/s

Memory Depth: 500Mpts











	RF Signal Generators
	

RF Signal Generators
	[image: ]Rigol DSG800 Series RF Signal Generators
Frequency: 1.5GHz ~ 3.6GHz

Amplitude Accuracy: 




	[image: ]Rigol DSG3000B RF Signal Generators
Frequency: 6.5GHz ~ 13.6GHz

Amplitude Accuracy: 











	Waveform Generators
	

Waveform Generators
	[image: ]Rigol DG800 Series Waveform Generators
1/2 Channels

Frequency: 10MHz ~ 35MHz

Sample Rate: 125MSa/s




	[image: ]Rigol DG900 Series Waveform Generators
2 Channels

Frequency: 50MHz ~ 100MHz

Sample Rate: 250MSa/s




	[image: ]Rigol DG1000Z Series Waveform Generators
2 Channels

Frequency: 25MHz ~ 60MHz

Sample Rate: 200MSa/s




	[image: ]Rigol DG2000 Series Waveform Generators
2 Channels

Frequency: 50MHz ~ 100MHz

Sample Rate: 250MSa/s




	[image: ]Rigol DG4000 Series Waveform Generators
2 Channels

Frequency: 60MHz ~ 200MHz

Sample Rate: 500MSa/s











	Spectrum Analysers
	

Spectrum Analysers
	[image: ]Rigol DSA700 Series Spectrum Analysers
Frequency: 100kHz ~ 1GHz

SSB Phase Noise: 




	[image: ]Rigol DSA800 Series Spectrum Analysers
Frequency: 9kHz ~ 7.5GHz

SSB Phase Noise: 




	[image: ]Rigol RSA3000 Series Real-Time Spectrum Analysers
 Frequency: 9kHz ~ 4.5GHz

SSB Phase Noise: 




	[image: ]Rigol RSA3000E Series Real-Time Spectrum Analysers
 Frequency: 9kHz ~ 4.5GHz

SSB Phase Noise: 




	[image: ]RSA3000N Series Real-Time Spectrum Analysers with VNA & DTF
 Frequency: 9kHz ~ 4.5GHz

SSB Phase Noise: 




	[image: ]Rigol RSA5000 Series Real-Time Spectrum Analysers
 Frequency: 9kHz ~ 6.5GHz

SSB Phase Noise: 




	[image: ]RSA5000N Series Real-Time Spectrum Analysers with VNA & DTF
 Frequency: 9kHz ~ 6.5GHz

SSB Phase Noise: 











	EMC
	

EMC
	[image: ]Antennas
Frequency: 30MHz ~ 300MHz/1GHz

Nominal Impedance: 50Ω

Maximum Continuous Input RF Power: 2W / 100W




	[image: ]Bench Spectrum Analysers
 Frequency Ranges:

100kHz ~ 1GHz

9kHz ~ 7.5GHz

9kHz ~ 4.5GHz

9kHz ~ 3GHz

9kHz ~ 6.5GHz




	[image: ]EMC Shielded Tents / Bags
 Tent Dimensions: 120x60x60cm or 86x49x45cm

Attenuation: ~50…70dB in the range Dc to 6GHz

Bag Dimensions: 105x60cm or 70x40cm

Attenuation: ~50dB in the range DC to 2GHz 




	[image: ]LISN’s
TBOH01: 100kHz ~ 110MHz

TBLC08: 9kHz ~ 30MHz

TBL5016-1: 9kHz ~ 100MHz

TBML01: 30kHz ~ 110MHz

TBL0550-1: 100kHz ~ 150MHz




	[image: ]Near Field Probes
 The Probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	[image: ]RF Cables
 RF Cables including RG58, RG316U, RG223 and RG142.

BNC, N-Type, SMA, SMB




	[image: ]RF Probes
Tekbox RF Current Monitoring Probes




	[image: ]TEM Cells
TBTC0: 390x100x62mm

TBTC1: 390x200x108mm

TBTC2: 636x300x205mm

TBTC3: 1038x501x305mm











	Soldering Irons / Test Tools
	

Soldering Irons / Test Tools
	[image: ]Soldering Irons
 Atten & JBC Soldering Irons with a variety of Tips and Heaters 




	[image: ]Sensepeek
 Circuit Board mounting testing solutions for Soldering, inspection and Hands-Free measurements













			

			
				
					
						

						

						

					
					
						 	DC Electronic Loads
	

DC Electronic Loads
	[image: ]Rigol DL3000 Series DC Electronic Loads
 Total Power: 200W/350W

Current: 40A/60A

Highest Frequency: 30kHz

Current Slope: 5A/MicroS











	DC Power Supplies
	

DC Power Supplies
	[image: ]Rigol DP700 Series Bench Linear DC Power Supplies
 Output: 30V/5A or 50V/3A

Programming Accuracy: 10mV/10mA




	[image: ]Rigol DP800 Series Bench High Performance Linear DC Power Supplies
  Output Per Channel: 30V/3A

Programming Accuracy: 1mV/1mA











	Digital Multimeters / DAQ
	

Digital Multimeters / DAQ
	[image: ]Rigol DM3058 Digital Multimeter
5½ Digit

DCV Annual Accuracy: 0.015%

Fastest Test Rate: 123 rdgs/s

Connectivity: USB, GPIB, LAN, RS232




	[image: ]Rigol DM3058E Digital Multimeter
5½ Digit

DCV Annual Accuracy: 0.015%

Fastest Test Rate: 123 rdgs/s

Connectivity: USB, GPIB, LAN, RS232




	[image: ]Rigol DM3068 Digital Multimeter
6½ Digit

DCV Annual Accuracy: 0.0035%

Fastest Test Rate: 10k rdgs/s

Connectivity: USB, GPIB, LAN(LXI-C), RS232




	[image: ]Rigol M300 Series Data Acquisition Systems
Slots: 5

Built-In Multimeter Accuracy: 6½ Readings resolution

Max. Scanning Speed: 60 Channels/second

Max. Number Of Channels Per Unit: 320











	Digital Oscilloscopes
	

Digital Oscilloscopes
	[image: ]Rigol DS1000E Series Digital Oscilloscopes
2 Channels

Bandwidth: 50MHz ~ 100MHz

Sample Rate: 1GSa/s

Memory Depth: 1Mpts




	[image: ]Rigol DS1000Z Series Digital Oscilloscopes
2/4 Channels

Bandwidth: 50MHz ~ 200MHz

Sample Rate: 1GSa/s

Memory Depth: 24Mpts




	[image: ]Rigol DHO800 Series 12 Bit Resolution Oscilloscopes
2/4 Channels

Bandwidth: 70MHz ~ 100MHz

Sample Rate: 1.25GSa/s

Memory Depth: 25Mpts




	[image: ]Rigol DS2000A Series Digital Oscilloscopes
2 Channels

Bandwidth: 100MHz ~ 300MHz

Sample Rate: 2GSa/s

Memory Depth: 14Mpts




	[image: ]Rigol MSO2000A Series Mixed Signal Oscilloscopes
2 Channels

Bandwidth: 100MHz ~ 300MHz

Sample Rate: 2GSa/s

Memory Depth: 14Mpts




	[image: ]Rigol DHO4000 Series 12 Bit Resolution Oscilloscopes
4 Channels

Bandwidth: 200MHz ~ 800MHz

Sample Rate: 4GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol MSO5000 Series Mixed Signal Oscilloscopes
2/4 Channels

Bandwidth: 70MHz ~ 350MHz

Sample Rate: 8GSa/s

Memory Depth: 200Mpts




	[image: ]Rigol MSO5000-E Series Mixed Signal Oscilloscopes
2 Channels

Bandwidth: 150MHz

Sample Rate: 4GSa/s

Memory Depth: 100Mpts




	[image: ]Rigol DS7000 Series Digital Oscilloscopes
4 Channels

Bandwidth: 100MHz ~ 500MHz

Sample Rate: 10GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol MSO7000 Series Mixed Signal Oscilloscopes
4 Channels

Bandwidth: 100MHz ~ 500MHz

Sample Rate: 10GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol DS8000-R Series Compact Digital Oscilloscope
4 Channels

Bandwidth: 350MHz ~ 2GHz

Sample Rate: 5 / 10GSa/s

Memory Depth: 500Mpts




	[image: ]Rigol MSO8000 Series Mixed Signal Oscilloscopes
4 Channels

Bandwidth: 600MHz ~ 2GHz

Sample Rate: 10GSa/s

Memory Depth: 500Mpts











	RF Signal Generators
	

RF Signal Generators
	[image: ]Rigol DSG800 Series RF Signal Generators
Frequency: 1.5GHz ~ 3.6GHz

Amplitude Accuracy: 




	[image: ]Rigol DSG3000B RF Signal Generators
Frequency: 6.5GHz ~ 13.6GHz

Amplitude Accuracy: 











	Waveform Generators
	

Waveform Generators
	[image: ]Rigol DG800 Series Waveform Generators
1/2 Channels

Frequency: 10MHz ~ 35MHz

Sample Rate: 125MSa/s




	[image: ]Rigol DG900 Series Waveform Generators
2 Channels

Frequency: 50MHz ~ 100MHz

Sample Rate: 250MSa/s




	[image: ]Rigol DG1000Z Series Waveform Generators
2 Channels

Frequency: 25MHz ~ 60MHz

Sample Rate: 200MSa/s




	[image: ]Rigol DG2000 Series Waveform Generators
2 Channels

Frequency: 50MHz ~ 100MHz

Sample Rate: 250MSa/s




	[image: ]Rigol DG4000 Series Waveform Generators
2 Channels

Frequency: 60MHz ~ 200MHz

Sample Rate: 500MSa/s











	Spectrum Analysers
	

Spectrum Analysers
	[image: ]Rigol DSA700 Series Spectrum Analysers
Frequency: 100kHz ~ 1GHz

SSB Phase Noise: 




	[image: ]Rigol DSA800 Series Spectrum Analysers
Frequency: 9kHz ~ 7.5GHz

SSB Phase Noise: 




	[image: ]Rigol RSA3000 Series Real-Time Spectrum Analysers
 Frequency: 9kHz ~ 4.5GHz

SSB Phase Noise: 




	[image: ]Rigol RSA3000E Series Real-Time Spectrum Analysers
 Frequency: 9kHz ~ 4.5GHz

SSB Phase Noise: 




	[image: ]RSA3000N Series Real-Time Spectrum Analysers with VNA & DTF
 Frequency: 9kHz ~ 4.5GHz

SSB Phase Noise: 




	[image: ]Rigol RSA5000 Series Real-Time Spectrum Analysers
 Frequency: 9kHz ~ 6.5GHz

SSB Phase Noise: 




	[image: ]RSA5000N Series Real-Time Spectrum Analysers with VNA & DTF
 Frequency: 9kHz ~ 6.5GHz

SSB Phase Noise: 
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EMC
	[image: ]Antennas
Frequency: 30MHz ~ 300MHz/1GHz

Nominal Impedance: 50Ω

Maximum Continuous Input RF Power: 2W / 100W




	[image: ]Bench Spectrum Analysers
 Frequency Ranges:

100kHz ~ 1GHz

9kHz ~ 7.5GHz

9kHz ~ 4.5GHz

9kHz ~ 3GHz

9kHz ~ 6.5GHz




	[image: ]EMC Shielded Tents / Bags
 Tent Dimensions: 120x60x60cm or 86x49x45cm

Attenuation: ~50…70dB in the range Dc to 6GHz

Bag Dimensions: 105x60cm or 70x40cm

Attenuation: ~50dB in the range DC to 2GHz 




	[image: ]LISN’s
TBOH01: 100kHz ~ 110MHz

TBLC08: 9kHz ~ 30MHz

TBL5016-1: 9kHz ~ 100MHz

TBML01: 30kHz ~ 110MHz

TBL0550-1: 100kHz ~ 150MHz




	[image: ]Near Field Probes
 The Probes serve to locate and identify potential sources of interference within the building blocks of electronic assemblies




	[image: ]RF Cables
 RF Cables including RG58, RG316U, RG223 and RG142.

BNC, N-Type, SMA, SMB




	[image: ]RF Probes
Tekbox RF Current Monitoring Probes




	[image: ]TEM Cells
TBTC0: 390x100x62mm

TBTC1: 390x200x108mm

TBTC2: 636x300x205mm

TBTC3: 1038x501x305mm
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Soldering Irons / Test Tools
	[image: ]Soldering Irons
 Atten & JBC Soldering Irons with a variety of Tips and Heaters 




	[image: ]Sensepeek
 Circuit Board mounting testing solutions for Soldering, inspection and Hands-Free measurements
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		TEKBOX TBLC08 50uH Single Phase AC Line Impedance Stabilisation Network (LISN), CISPR 16-1-2
£655.91 (£787.09 inc VAT)


2 in stock (can be backordered)


Availability: Stock models delivered next working day (UK only) for orders placed before 15:00 (Mon - Fri)
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		TEKBOX TBLC08 50uH Single Phase AC Line Impedance Stabilisation Network (LISN), CISPR 16-1-2 quantity
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		SKU: TBLC08

	
	Categories: Bench Spectrum Analyser Accessories, Hardware, Line Impedance Stabilisation Network (LISN), Tekbox, Tekbox Accessories, testing
	
	


	

	
	
			
					Description
				
	
					Standard Accessories
				
	
					Optional Accessories
				
	
					Documentation
				
	
					Specification
				
	
					Reviews (0)
				


					
				  Description

	
Tekbox TBLC08 LISN

Ideal for EMC pre-compliance testing to CISPR 16 – The TEKBOX TBLC08 is a single phase AC Line Impedance Stabilization Network (LISN) for the measurement of conducted emissions within the range of 9kHz to 30MHz, for devices operating at up to 260V. Conducted noise can be measured on the live and neutral conductors. The TBLC08 is equipped with a switchable limiter / attenuator and an artificial hand connection.

Features:

	Maximum current: 8A
	Frequency range: 9kHz to 30MHz
	Impedance: 50Ω ║ (50 µH + 5Ω)
	Artificial hand: 220pF + 511Ω
	Switchable PE: 50Ω ║ 50µH
	Limiter / attenuator: 150kHz to 30MHz; 10dB
	Line voltage: max. 260V / 50 – 60Hz, CAT ‖
	DUT socket: Country Specific
	Measurement connector: 50Ω BNC
	Power connector: IEC 60320 C13
	Operating temperature range: +5°C … + 40°C; 5% to 80% RH
	Safety: Safety class I, IEC 1010-01




					
			

					
						
					

					
					
		
Optional Hardware Accessories
					
					
						
						
						[image: TEKBOX TBCAS1 Coaxial Adapter Set]
						TEKBOX TBCAS1 Coaxial Adapter Set

						
															
									
										£177.35									
								
													
					
				
	
					
						
						
						[image: TEKBOX TBFL1 Transient Limiter / Attenuator]
						TEKBOX TBFL1 Transient Limiter / Attenuator

						
															
									
										£280.57									
								
													
					
				
	
					
						
						
						[image: TekBox TBSB-105/60 Shielded Bag]
						TekBox TBSB-105/60 Shielded Bag

						
															
									
										£336.87									
								
													
					
				
	
					
						
						
						[image: TEKBOX TBSB-70/40 Shielded Bag]
						TEKBOX TBSB-70/40 Shielded Bag

						
															
									
										£271.19									
								
													
					
				


	

				

					
				
	Documentation



	


User Manual

[image: ]Tekbox TBLC08 User Manual







			

					
				

			
	

	Specifications	
	Frequency range	9 kHz to 30 MHz
	Impedance	50 Ω ║ (50 µH + 5 Ω)
	Artificial hand	220 pF + 511 Ω
	Switchable PE	50 Ω ║ 50 µH
	Limiter / attenuator	150 kHz to 30 MHz; 10 dB
	Line voltage	max. 240V / 50 – 60 Hz, CAT ‖
	Max. current	8A @ 23°C
	DUT socket	country specific
	Measurement connector	50 Ω BNC
	Power connector	IEC 60320 C13
	Operating Temperature Range	+5°C … + 40°C; 5% to 80% RH
	Safety	Safety Class I, IEC 1010-01






			

					
				
	
		
			Reviews		


					There are no reviews yet.

			


			Only logged in customers who have purchased this product may leave a review.
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	[image: Placeholder]Rigol RM-DP-1 Rack Mount Kit

	£103.95
Add to basket
	
	[image: ]Rigol BAG-G1 Soft Carry Bag
Rated 4.43 out of 5

	£116.00

2 in stock (can be backordered)


Availability: Stock models delivered next working day (UK only) for orders placed before 15:00 (Mon - Fri)
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	[image: ]Rigol RM-DM-3 Rack Mount Kit

	£116.00
Add to basket
	
	[image: ]Rigol ATT03301H High Power Attenuator

	£188.00
Add to basket



	


	

		Optional Accessories …


			
	[image: ]TEKBOX TBSB-70/40 Shielded Bag

	£271.19
Add to basket
	
	[image: ]TEKBOX TBFL1 Transient Limiter / Attenuator

	£280.57

1 in stock (can be backordered)


Availability: Stock models delivered next working day (UK only) for orders placed before 15:00 (Mon - Fri)
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	[image: ]TEKBOX TBCAS1 Coaxial Adapter Set
Rated 5.00 out of 5

	£177.35

2 in stock (can be backordered)


Availability: Stock models delivered next working day (UK only) for orders placed before 15:00 (Mon - Fri)
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	[image: ]TekBox TBSB-105/60 Shielded Bag

	£336.87
Add to basket
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